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Why crush? & current standard method
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Treading

“The Instruments nature provided for the purpose”
— Hugh Johnson

= Crush pulp and
skins

= Do not crush
seeds or stems

Nakht's tomb, c¢. 1400s BC. France, c. 1800s AD



Roller crushers — early 1800s

Guerin Lomeni
differential speed roller crusher overlapping lobe roller crusher

8

= Differential roller speed creates an = Many similarities with modern designs
additional stripping crushing effect

De Villeneuve

1819 Lomeni

1825



Roller crusher developments — early 1900s

Differential speed roller crusher most widely Conical rollers
used crusher in France in early 1900s

Fontaine 1905

% Miiler 1930

Spring-bar
= Typical speed ratios: 3/1 - 5/1 ﬁ{:} = Another effort to enhance

= Corrugations on at least one roller feeding and maximise capacity
= Adjustable roller gap
=  One roller often now spring-loaded

Gears in image are not to scale. References for speed ratios: Roos (1900), Laborde (1907), Ventre (1929)



Single roller-plate crushers — 1800s-1900s

Acher/Thiebaut de Bernaud Simon Freres
Nail roller-plate crusher Reciprocating blade roller-plate crusher

Simon Freres
1894

= Blades move in and out of roller to feed and
Semad 182 crush the grapes against the plate
= Not as common as twin roller crushers



Overlapping lobe roller crushers dominant from ~1950s

Why did overlapping lobe rollers overtake differential speed rollers?

» Good feeding capability = throughput Crusher before destemmer

= |Lobes draw in grapes (avoid slippage and bridging) |

= Gentleness on stems and seeds

= Destemming was less common than it is now

= Historically when destemming performed, was often
after crushing, so gentle crusher important (often no
rubber covers on differential speed rollers as well)

Celestin Coq
% 1950s




Centrifugal crushers — late 1800s

P. Paul
centrifugal crusher = Grape bunches thrown off grooved fast rotating

disc into wall crushing them

= Pacottet (1915):
= Seeds and stems not damaged
= Substantive lees, requiring many rackings
= Serious disappointment when trialled for
quality wine production

= Used in many large wineries in Southern
France and Algeria in the early 1900s

Fontaine 1905



Beater centrifugal crusher-d

estemmers — mid-late 1800s

Bagshaw (Australia
beater crusher-destemmer

Beater crushes
and destems as
It rotates against
a fixed screen

Garolla (Italy

beater crusher-destemmer

Garolla 1940s

Screens |

Twin screens rotate slowly
Beater rotates faster and
has elements in inner
screen to destem and
elements between screens
to vigorously crush the
destemmed grapes



Vertical centrifugal crusher-destemmers — early-mid 1900s

Top-fed centrifugal beater Bottom-fed centrifugal beater
crusher-destemmer crusher-destemmer

Variations also existed = Grapes could be directly
with sections in the outer fed from a hopper on the
screens that could be same level

.\ opened to retain stems in = Crusher-destemmer

.+~ must when desired didn’t need to be in a pit

Blachére 1930s

Siprem 1970s



Centrifugal devices — summary of historical experiences

= Commonly used until mid-late 1900s in large scale wine production but were
gradually replaced with modern destemmer-crushers with lobed rollers

= High throughput v/

= Highyields v/

= High aeration v/ or x
= Evaporative cooling /

Centrifugal crusher-destemmers “should
be rejected for quality winemaking”
— Peynaud (1984)

= [Faster/more skin extraction — tannins & colour / or x

= Large amounts of lees x
= More residual stem fragments x

Roller crushers “are more suitable
for the production of table wines”
— Rankine (2004)



Secondary crushing — 1970s

Pin-mill secondary crusher after

normal destemmer-crusher
Malan et al. (1978): Pin-mill as a secondary crusher

= Further stripped pulp from skins
=  Seeds were not damaged

= Extra solids partially blocked static drainer screens
= Butfinal yield was higher after mechanical draining/pressing

= Tannin and colour higher in finished red wines that were

drained/pressed very early
= But with longer skin contact times, colour intensity was
sometimes lower than control

= Ultimately, technigue was not widely adopted

Rietz 1976



New crushing devices - drivers

= Reduced skin contact time for red wine production to make
better use of fermenter capacity

= |ncreased (stable) colour for red wines from some varieties
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